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CONSTRUCT INVERT CHANNELS TO
UNIFORM FLOW LINES WITH
GRADUAL TRANSITION SECTIONS.

ls— 6" MIN.

— BENCH SLOPE 12:1

. [ 2" MIN.

EXTEND PIPE INTO I g
MANHOLE AND
GROUT SMOOTH

WATERTIGHT CONNECTION
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PIPE CONNECTION SHALL

4 | \ CONFORM WITH DIVISION 3.
SHAPE CHANNEL TO MATCH AT SPRING LINE OF PIPE, EXTEND
BOTTOM HALE OF PIPE. CHANNEL UP TO CROWN LINE

COMPACTED 3/4”—-0 CRUSHED ON 12:1 BATTER.
AGGREGATE BASE
SECTION A—A
NOTES:
1) CONCRETE SHALL BE CLASS 3000. 3) ALL RIDGED CONNECTING PIPES SHALL HAVE
2) CHANNELS SHALL BE CONSTRUCTED TO PROVIDE A FLEXIBLE JOINT WITHIN 187 OF MH WALL
SMOOTH SLOPES AND RADII TO OUTLET PIPE. ~ 4) BASES MAY BE PRECAST OR POURED
IN PLACE.
DETAIL FOR
STANDARD MANHOLE
BASE SECTION
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